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1
EASILY REMOVABLE MEDICAL GLOVES

CROSS-REFERENCE TO RELATED
APPLICATIONS

Not Applicable

STATEMENT REGARDING FEDERALLY
SPONSORED RESEARCH

Not Applicable

BACKGROUND OF THE INVENTION

To prevent the spread of disease or contamination, health
care professionals wear gloves on their hands when treating
patients. During use, the outside of the gloves becomes con-
taminated. The health care professional needs to take care in
removing the gloves from their hands in order to avoid con-
taminating the skin being protected by the gloves.

The art referred to and/or described above is not intended to
constitute an admission that any patent, publication or other
information referred to herein is “prior art” with respect to
this invention. In addition, this section should not be con-
strued to mean that a search has been made or that no other
pertinent information as defined in 37 C.F.R. §1.56(a) exists.

All US patents and applications and all other published
documents mentioned anywhere in this application are incor-
porated herein by reference in their entirety.

Without limiting the scope of the invention a brief sum-
mary of some of the claimed embodiments of the invention is
set forth below. Additional details of the summarized embodi-
ments of the invention and/or additional embodiments of the
invention may be found in the Detailed Description of the
Invention below.

BRIEF SUMMARY OF THE INVENTION

In at least one embodiment, a medical glove sized to fit a
wearer’s hand is made of glove material and has a closed end,
an open end, an outer surface, an inner surface, a glove body,
and a cuff. The glove body is made of one layer of glove
material. The cuffis made of two layers of glove material. The
two layers of glove material forming the cuff are attached to
one another at a plurality of attachment locations separated
one from another about the perimeter of the cuff.

These and other embodiments which characterize the
invention are pointed out with particularity in the claims
annexed hereto and forming a part hereof However, for fur-
ther understanding of the invention reference can be made to
the drawings which form a further part hereof and the accom-
panying descriptive matter, in which there is illustrated and
described embodiments of the invention.

BRIEF DESCRIPTION OF THE SEVERAL
VIEWS OF THE DRAWING(S)

A detailed description of the invention is hereafter
described with specific reference being made to the drawings.

FIG. 1 is a view of a glove.

FIG. 2 1s a cross-sectional view ofthe glove of FIG. 1 atline
A-A.

FIG. 3 is a cross-sectional view of a portion of the glove of
FIG. 1 at line B-B. For simplicity, the attachment locations of
the glove have been omitted from FIG. 3.
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FIG. 4 is a cross-sectional view of a portion of the glove of
FIG. 1 atline C-C. For simplicity, the attachment locations of
the glove have been omitted from FIG. 4.

FIG. 5 is an end view of the bottom portion of the glove of
FIG. 4.

FIGS. 6-7 are views of a portion of the glove of FIG. 1
showing exemplary attachment locations for the cuff.

DETAILED DESCRIPTION OF THE INVENTION

While the glove disclosed herein may be embodied in
many different forms, there are described in detail herein
specific embodiments of the glove. This description is an
exemplification of the principles of the glove and is not
intended to limit the glove to the particular embodiments
illustrated.

For the purposes of this disclosure, like reference numerals
in the figures shall refer to like features unless otherwise
indicated, and the reference numerals indicate elements
shown in the figures.

As used in this application, “wearer” refers to a human. As
used in this application, a “hand” is the terminal part of the
human arm located below the forearm consisting of the wrist,
palm, four fingers, and an opposable thumb.

The term “width,” as used herein in reference to any ele-
ment of the glove 2 or a wearer, is measured in the direction
extending from the open end 6 to the closed end 4 of the glove
2 (see e.g. width W in FIG. 1); “perimeter length” or “length”
as used herein in reference to any element of the glove 2 or a
wearer is measured in the direction extending around the
glove 2 (see e.g. length “P” in FIG. 3 and length “L” in FIG.
6).

A glove 2 as shown in the figures can be used for medical
purposes, such as examination or surgery, or for non-medical
purposes, such as in the laboratory, and elsewhere. Hereinaf-
ter the glove 2 is referred to as a medical glove. In at least one
embodiment, the medical glove 2 is sized to fit a wearer’s
hand. The medical glove 2 has a closed end 4, an open end 6,
an outer surface 8, and an inner surface 10. The open end 6 of
the medical glove 2 provides an entry point for the wearer’s
hand. Thus the inner surface 10 defines a cavity 12 that is
sized for the wearer’s hand. The medical glove 2 can be right
handed, left handed, or ambidextrous. The medical glove 2
can be considered to have two “sides” with one side being
adjacent to a palm of the wearer’s hand (hereinafter the palm
side) and the other side being adjacent to the back of the
wearer’s hand (hereinafter the back side).

The medical glove 2 is formed of glove material 14 and
includes a glove body 16 and a cuff 20. In some embodiment,
the glove body 16 is made of one layer 134 of glove material
14. The glove body 16 includes five fingers 18 at the closed
end 4 of the medical glove 2. The five fingers 18 enclose the
four fingers and thumb of the wearer’s hand. In some embodi-
ments, when the medical glove 2 is worn by the wearer, the
glove body 16 encloses the wearer’s hand. In other embodi-
ments, when the medical glove 2 is worn by the wearer, the
glove body 16 encloses the wearer’s hand and at least a
portion of the wearer’s forearm adjacent to the hand.

The cuff 20 forms, and extends from, the open end 6 of the
medical glove 2. In at least one embodiment, the cuff 20
extends from the glove body 16. In some embodiments, when
the medical glove 2 is being worn, the cuff 20 encloses at least
aportion of the wearer’s wrist. As shown in FIGS. 1 and 3, the
cuftf 20 has a width (W) and a perimeter length (P) that
extends about the entire perimeter of the cuff 20. The width
(W) of the cuff 20 is from 0.4 inches to 0.6 inches, or from 1.0
cmto 1.5 cm. Inatleast one embodiment, the width (W) ofthe
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cuff 20 is less than the width of the wearer’s wrist. The cuff 20
can be described as being positioned a distance away from the
wearer’s hand. In some embodiments, the cuff 20 covers a
portion of the forearm when the medical glove 2 is worn by
the wearer. The perimeter length (P) of the medical glove 2 at
the cuff 20 is sized for the wearer’s wrist and/or forearm.

As shown in FIGS. 3-5, the cuff 20 is made of two layers
13a,b of glove material 14, and has a first end 22 and a second
end 30. As shown in the figures, the second 30 of the cuff 20
has a substantially straight configuration. However, the sec-
ond end 30 can have other configurations, e.g. wavy, or zig-
zagged, or any other suitable configuration.

The glove material 14 can be considered as comprising a
first section that forms the glove body 16 and a portion of the
cuft 20, and a second section that forms another portion of the
cuft20. The layers 134,56 of glove material 14 forming the cuff
20 are adjacent to one another. The layers 13a,b of glove
material 14 forming the cuff 20 can be considered to be
radially adjacent to one another relative to the cavity 12 of the
medical glove 2. The inner surface 10 of the medical glove 2
is formed by the layer 13a of glove material 14 forming the
glove body 16 and by the first layer 13a of glove material 14
forming the cuft 20. The outer surface 8 of the medical glove
2 is formed by the layer 13a of glove material 14 forming the
glove body 16 and by the second layer 135 of glove material
14 forming the cuft 20.

In at least one embodiment, the first end 22 of the cuff 20 is
a fold 22. As shown in the figures, the fold 22 is a portion of
the layer 13 of glove material 14 that is bent over on itself
(folded). In this embodiment, the fold 22 defines the open end
6 of the medical glove 2. The fold 22 can also be considered
as forming a closed end of the cuff 20.

As shown in FIGS. 5-7, the two layers 134,6 of glove
material 14 forming the cuft 20 are attached to one another at
a plurality of locations 24 about the perimeter of the cuff 20.
In some embodiments, the thickness of the cuff 20 is uniform.
For example, as shown in FIG. 5, the thickness of the cuff 20
between the attachment locations 24 and at the attachment
locations 24 is substantially the same. The cuff 20 shown in
FIG. 5 can also be described as having a uniform, or a smooth
or flat, exterior surface. In other embodiments, the thickness
of the cuff 20 is non-uniform. For example, the thickness of
the cuff 20 at the attachments locations 24 is less than the
thickness of the cuff 20 between the attachment locations 24
(not shown). In this embodiment the exterior surface of the
cuftf 20 can be described as having a non-uniform, or an
irregular or corrugated, surface.

In at least one embodiment, the locations 24 are offset from
the open end of the medical glove 2. The locations 24 can also
be described as being offset from the fold 22, or as being
offset from the closed end of the cuff 20. As shown for
example in FIG. 6, the locations 24 extend from the fold 22
and thus at least a portion of the location is offset from the fold
22. The two layers 134, of glove material 14 forming the cuff
20 can be attached to one another by any suitable means,
including but not limited to, adhesive, heat bonding, stitching,
hook and loop fasteners such as Velcro®, and combinations
thereof. Thus these locations 24 can be considered as “secure-
ment locations” or “attachment locations.” Hereinafter,
attachment location will be used. As used in this application,
the fold 22 is not considered to be an attachment location 24.
The securement of the two layers of glove material to one
another at an attachment location is optimally semi-perma-
nent or permanent.

In some embodiments, the cuff 20 has two, three, four, five,
or six attachment locations 24. In one embodiment, the cuff
20 has a minimum of four attachment locations. In some
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embodiments, the attachment locations 24 extend parallel to
a long axis (not shown) of the cuft 2. This is shown for
example in FIG. 6. In other embodiments, the attachment
locations do not extend parallel to the long axis of the cuff (not
shown). In some embodiments, the attachment locations 24
are parallel to one another. This is shown for example in FIG.
6. In other embodiments, the attachment locations 24 are not
parallel to one another (not shown). In at least one embodi-
ment, at least a portion of the attachment location 24 is offset
from the fold 22. This is shown, for example, by the attach-
ment locations 24 of FIGS. 6 and 7.

Each attachment location 24 has a width and a length
sufficient to attach the two layers of glove material 14 forming
the cuft 20 to one another. The width of the attachment loca-
tion is at most equal to the width (W) of the cuff 20, as shown,
forexample, in FIG. 6. In some embodiments, the width of the
attachment location 24 is equal to the width of the cuff 20.
This is shown for example in FIG. 6. The attachment locations
24 in FIG. 6 can also be described as extending from the fold
22 or closed end of the cuff 20 or open end 6 of the medical
glove 2 to the open end 30 of the cuff 20. In other embodi-
ments, the width of the attachment location 24 is less than the
width (W) of the cuff 20. Non-limiting examples of attach-
ment locations 244, 24c¢ having a width less than the width of
the cuff are provided in FIG. 7. The length (1.2) of the attach-
ment location 24 is less than the perimeter length (P) of the
cuft 20. In some embodiments, the length of the attachment
location is uniform. This is shown for example by the attach-
ment locations 24 in FIG. 6 and by location 24a in FIG. 7. In
other embodiments, the length of the attachment location 24
is non-uniform. This is shown for example by location 24¢ in
FIG. 7. In some embodiments, the length of the attachment
location is from 0.40 inches to 3 inches, or from 1.0cm to 7.62
cm.

Each attachment location 24 has a configuration based on
the characteristics of the width and length of the attachment
location 24. In some embodiments, each attachment location
24 of a medical glove 2 has the same configuration. For
example, as shown in FIG. 6, the attachment locations 24a,
24b have the same configuration. In other embodiments, the
attachment locations 24 of a medical glove 2 have different
configurations. For example, as shown in FIG. 7, the attach-
ment locations 24a, 24b, 24¢ have different configurations
from one another.

The attachment locations 24 are separated one from
another by a length (I.1) and adjacent locations define an
opening 28 in the cuft 20 which leads to the space 26 between
the two layers of glove material 14 forming the cuff 20. The
opening 28, shown by way of example in FIG. 4, is adjacent
to, and only accessible from, the outer surface 8 of the medi-
cal glove 2.

In at least one embodiment, the length ([.1) between two
adjacent attachment locations 24, and thus the length of the
opening 28, is sized to receive a human finger. In at least one
embodiment, the attachment locations 24 are equidistant
from one another about the perimeter of the cuff 20. In some
embodiments, two attachment locations 24 are located on the
palm side of the medical glove 2 and two attachment locations
24 are located on the back side of the medical glove 2. In one
embodiment, one opening 28 is located on the palm side of
the medical glove 2 and one opening 28 is located on the back
side of the medical glove 2. In some embodiments, the length
(L1) between two adjacent attachment locations 24 is from
0.40 inches to 0.80 inches, or from 1.0 cmto 2.0 cm. Thus, in
these embodiments, the opening 28 has a length from 0.40
inches to 0.80 inches, or from 1.0 cm to 2.0 cm. In other
embodiments, the length (L1) between two attachment loca-
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tions 24 is equal to one quarter of the perimeter length (P) of
the cuff 20. In still other embodiments, the length (L1)
between two attachment locations is equal to one fifth of the
perimeter length (P) of the cuff 20.

The cuff 20 can also be described as having a plurality of
first portions 24 where the two layers 134,56 of material 14
forming the cuff 20 are attached to one another; and a plural-
ity of second portions 32a, 325, and 32¢ where the two layers
13a,b of material 14 forming the cuff 20 are separated from
one another and define an opening 28 accessible from outside
the glove body 16. The cuff 20 can also be described as having
aplurality of closed regions 24 and a plurality of open regions
28 with each open region 32a, 326, and 32¢ being between
two closed regions 24. In some embodiments, the second
portion or open region has three closed sides and one open
side that forms a portion of the second end 30 of the cuft 20;
and the first portion or closed region 24 has four closed sides.

In at least one embodiment, the wearer can remove the
medical glove 2 by inserting a finger into an opening 28 of the
cuft 20 and using the finger to move the cuft 20 towards the
wearer’s fingers 18. In one embodiment, this method of
removal prevents contamination of the wearer’s wrist as the
medical glove 2 is being removed.

In some embodiments, a medical glove 2 is made by pro-
viding a glove made of a layer 13« of material 14 defining an
open end; folding the layer 13a of glove material 14 at the
open end to form a cuff 20 with a fold 22, where the fold 22
defines the open end 6 of the medical glove 2 and the cuff has
two layers 13a, b of glove material 14; securing the two layers
13a,b of glove material 14 of the cuff 20 to one another at a
plurality of attachment locations 24. In some embodiments,
the method further comprises applying heat to the fold 22.
This can help set the fold 22. The two layers 13a,b of glove
material 14 may be secured by any suitable method, including
but not limited to, an adhesive, heat bonding, stitching, and
combinations thereof.

In other embodiments, a medical glove 2 is made by form-
ing a glove made of a layer 13a of glove material 14 defining
an open end; folding the layer 13a of glove material 14 at the
open end to form a cuff 20 with a fold 22, where the fold 22
defines the open end 6 of the medical glove 2 and the cuff 20
has two layers 13q,b of glove material 14; securing the two
layers 13a,b of glove material 14 of the cuff 20 to one another
at a plurality of attachment locations 24. In some embodi-
ments, the method further comprises applying heat to the fold
22. This can help setthe fold 22. The two layers 13a,b of glove
material 14 may be secured by any suitable method, including
but not limited to, an adhesive, heat bonding, stitching, hook
and loop fasteners such as Velcro®, and combinations
thereof. The securement of the two layers of glove material to
one another at an attachment location is optimally semi-
permanent or permanent.

In at least one embodiment, the glove material 14 is an
elastomeric material. Materials suitable for the glove material
14 include, but are not limited to, latex, rubber, nitrile, neo-
prene, vinyl, and combinations thereof.

In at least one embodiment, at least one of the surface 8, 10
of'the medical glove 2 includes an optional surface treatment,
such as coating or finish. In some embodiments, the inner
surface 10 has an optional surface treatment and the outer
surface 8 has no surface treatment. In other embodiments, the
inner and outer surfaces 8, 10 each have an optional surface
treatment. In one embodiment, the optional surface treatment
is the same for the inner surface 10 and the outer surface 8. In
another embodiment, the inner surface 10 has a different
optional surface treatment than the outer surface 8. In at least
one embodiment, the surface treatment is optionally a coating
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or layer of powder. Examples of a powder includes, but not
limited to, modified cornstarch or calcium carbonate.

In some embodiments, the medical glove 2 is sterile. In
other embodiments, the medical glove 2 is not sterile. In at
least one embodiment, the medical glove 2 is disposable. In
some embodiments, the medical glove 2 is reusable.

Medical gloves that are also within the scope of the inven-
tion are described below:

1. A medical glove made of a glove material, the medical
glove having an open end and a closed end, the medical
glove comprising:

a glove body sized and shaped to enclose a human hand;
and

a cuff extending from the glove body;

a first section of the glove material forming the glove
body and a first portion of the cuff;

a second section of the glove material forming a second
portion of the cuff;

the first and second sections of glove material defining a
fold in the glove at the open end of the glove;

the second section and the first section secured to one
another at a plurality of attachment locations other
than at the fold;

the glove body and the second portion of the cuff form-
ing an outer surface of the medical glove and the glove
body and the first portion of the cuff forming an inner
surface of the medical glove.

2. The medical glove of statement 1, the plurality of attach-
ment locations being at least four attachment locations.

3. The medical glove of statement 2, the four attachment
locations being equidistant from one another.

4. The medical glove of statements 2-3, the medical glove
having two sides, each side of the medical glove having
two of the at least four attachment locations.

5. The medical glove of statement 4, the two attachment
locations on a side of the medical glove being separated
by alength equal to one fifth to one quarter of a perimeter
of the cuff.

6. The medical glove of statements 1-5, the inner surface of
the medical glove having a surface treatment, the outer
surface having no surface treatment.

7. The medical glove of statements 1-6, each attachment
location having a width at most equal to a width of the
second section of the glove material and a length less
than a perimeter length of the cuff.

8. The medical glove of statement 7, the length of each
attachment location being equal to one eighth of the
perimeter of the cuff.

9. The medical glove of statement 7, the length of each
attachment location being equal to one sixth of the
perimeter of the cuff.

10. The medical glove of statements 1-9, wherein the sec-
ond section of the glove material has a length between
0.4 inch and 0.60 inch.

11. A medical glove, the medical glove comprising a glove
body sized and shaped to enclose a human hand, the
glove body made of a glove material and having an open
end to receive a human hand, the open end defined by a
fold of the glove material, the glove comprising:

a hand portion, the hand portion being one layer of the
glove material, and

a cuff portion extending from the hand portion to an end of
the glove body, the cuff portion being two layers of the
glove material, the cuff portion comprising:

a first end, the first end of the cuff portion forming the
open end of the glove body;
a second end;
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awidth extending from the first end of the cuff portion to
the second end of the cuff portion;

aplurality of first portions where the two layers of glove
material are joined one to the other at a region other
than the fold, the region extending at least a part of the
width of the cuff portion; and

a plurality of second portions where the two layers of
glove material are separated from one another, the
second portions having openings which are accessible
from outside the glove body.

12. The medical glove of statement 11, having a palm side
and back side opposite the palm side, the palm side and
the back side connected one to the other along a first side
and along a second side,
wherein the palm side and the back side each have at

least one first portion disposed between the first side
and the second side
13. The medical glove of statements 11-12, wherein the
length of the second portions is greater than the length of
the first portions.
14. The medical glove of statements 11-13, wherein the
width of the cuff is from 0.4 inches to 0.6 inches.
15. The medical glove of statements 11-14, each second
portion having a maximum length of 2 cm (0.78 inches).
16. A medical glove,
the medical glove having an open end, a closed end, a
front side, a back side,

the medical glove including a cuff terminating at the
open end of the medical glove, the cufthaving an open
end and a closed end, the closed end located at the
open end of the medical glove,

the cuff having two layers, the two layers secured to one
another at a minimum of four securement locations
and defining open spaces between the securement
locations, at least a portion of the securement loca-
tions offset from the closed end of the cuff, the open
spaces accessible only from the outside of the glove.
17. The medical glove of statement 16 wherein there are at
least two securement locations on the front side of the
medical glove and at least two securement locations on
the back side of the medical glove.
18. The medical glove of statement 17 wherein:
securement regions which are adjacent one another on
the front side of the medical glove are spaced apart
sufficiently to form a channel in the cuff sized to
receive a human finger therein; and

securement regions which are adjacent one another on
the back side of the medical glove are spaced apart
sufficiently to form a channel in the cuff sized to
receive a human finger therein.
19. The medical glove of statements 17-18 wherein:
securement regions which are adjacent one another on
the front side of the glove are spaced apart by at least
one centimeter; and

securement regions which are adjacent one another on
the back side of the glove are spaced apart sufficiently
by at least one centimeter.

20. A medical glove sized and shaped to enclose a human
hand, the medical glove having a two-layer cuff, the two
layers being fixed to one another at a plurality of loca-
tions to define a plurality of spaced apart openings in the
cuft, the openings accessible only outside the glove.

21. The medical glove of claim 20 having a palm side and
a back side opposite the palm side, and plurality of
spaced apart openings in the cuff on the back side and a
plurality of spaced apart openings in the cuff on the palm
side.
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The above disclosure is intended to be illustrative and not
exhaustive. This description will suggest many variations and
alternatives to one of ordinary skill in this art. The various
elements shown in the individual figures and described above
may be combined or modified for combination as desired. All
these alternatives and variations are intended to be included
within the scope of the claims where the term “comprising”
means “including, but not limited to”.

Further, the particular features presented in the dependent
claims can be combined with each other in other manners
within the scope of the invention such that the invention
should be recognized as also specifically directed to other
embodiments having any other possible combination of the
features of the dependent claims. For instance, for purposes of
claim publication, any dependent claim which follows should
be taken as alternatively written in a multiple dependent form
from all prior claims which possess all antecedents refer-
enced in such dependent claim if such multiple dependent
format is an accepted format within the jurisdiction (e.g. each
claim depending directly from claim 1 should be alternatively
taken as depending from all previous claims). In jurisdictions
where multiple dependent claim formats are restricted, the
following dependent claims should each be also taken as
alternatively written in each singly dependent claim format
which creates a dependency from a prior antecedent-possess-
ing claim other than the specific claim listed in such depen-
dent claim below.

This completes the description of the invention. Those
skilled in the art may recognize other equivalents to the spe-
cific embodiment described herein which equivalents are
intended to be encompassed by the claims attached hereto.

The invention claimed is:

1. A medical glove, the medical glove comprising a glove
body sized and shaped to enclose a human hand, the glove
body made of a glove material and having an open end to
receive a human hand, the open end defined by a fold of the
glove material, the glove comprising:

a hand portion, the hand portion being one layer of the

glove material, and

a cuff portion extending from the hand portion to an end of

the glove body, the cuff portion being two layers of the

glove material, the cuff portion comprising:

a first end, the first end of the cuff portion forming the
open end of the glove body;

a second end;

awidth extending from the first end of the cuff portion to
the second end of the cuff portion;

aplurality of first portions where the two layers of glove
material are joined one to the other at a region other
than the fold, the region extending at least a part of the
width of the cuff portion; and

a plurality of second portions where the two layers of
glove material are separated from one another, the
second portions having openings which are accessible
from outside the glove body.

2. The medical glove of claim 1, having a palm side and
back side opposite the palm side, the palm side and the back
side connected one to the other along a first side and along a
second side,

wherein the palm side and the back side each have at least

one first portion disposed between the first side and the
second side.

3. The medical glove of claim 1, wherein the length of the
second portions is greater than the length of the first portions.

4. The medical glove of claim 1, wherein the width of the
cuff is from 0.4 inches to 0.6 inches.
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5. The medical glove of claim 1, each second portion hav-
ing a maximum length of 2 cm (0.78 inches).
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